
LIGHT SHAPING LIGHT SHAPING 
HOUSE SIDE SHIELDS AND DIFFUSION

King Luminaire’s light shaping options provide consumers with an effective solution to unwanted light spill and 
glare. Our team of in-house engineers has developed innovative solutions that redirect or diffuse light. Select 
light shaping solutions are compatible with designated engine types as shown in the compatibility chart below. 
Light shaping options are suitable for field installation into existing luminaires.

SPECIFICATIONSSPECIFICATIONS
Light shaping options compatible with select engine types listed 
below. Other configurations may be available. Please contact 
the factory to verify.
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B2/B3 TECHNICAL DETAILSB2/B3 TECHNICAL DETAILS LIGHT SHAPING

HSS (House Side Shield)

T1 TECHNICAL DETAILST1 TECHNICAL DETAILS

HSS (House Side Shield)

P4 (TOWER) TECHNICAL DETAILSP4 (TOWER) TECHNICAL DETAILS

HSS (House Side Shield)

9 5/8" 180°

5 3/16" 120°

3"
120°

NNote: P4 Tower in pendant configuration utilizes catalog code of HS3.ote: P4 Tower in pendant configuration utilizes catalog code of HS3.
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P4 (SMALL) TECHNICAL DETAILSP4 (SMALL) TECHNICAL DETAILS LIGHT SHAPING

HS3 (House Side Shield)

LGD (LED Glare Diffusion)LPS (Low Profile Shield)

HS6 (House Side Shield)

3"

6"

120°

120°

5 1/8"

6 3/4"

8 7/8"

NNote: �P4 Small in Post Top configuration utilizes HS3 with a catalog code of    ote: �P4 Small in Post Top configuration utilizes HS3 with a catalog code of    
HSS. LGD can be used alone or in conjunction with the HS3 or HS6, but HSS. LGD can be used alone or in conjunction with the HS3 or HS6, but 
not with the LPS.not with the LPS.
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P4 (LARGE) TECHNICAL DETAILSP4 (LARGE) TECHNICAL DETAILS LIGHT SHAPING

HS3 (House Side Shield) HS6 (House Side Shield)

LPS (Low Profile Shield) LGD (LED Glare Diffusion)

10 11/16"

16 3/16"

12 3/16"

3"

120°

6"

120°

NNote:� P4 Large in Post Top configuration utilizes HS3 with a catalog code of ote:� P4 Large in Post Top configuration utilizes HS3 with a catalog code of 
HSS. LGD can be used alone or in conjunction with the HS3 or HS6, but HSS. LGD can be used alone or in conjunction with the HS3 or HS6, but 
not with the LPS.not with the LPS.

(ony available up to 120 watts)


